CANAN TESTING SERVICES
CTS : ACCREDITED BY NABL

(A Constituent Board of Quality Council of India)
Sale, Serwce and Callbratlon of Matenal Testmg Machlnes CC 2359

11, ]“' FLOOR, CONVENIENT SHOPPING CENTRE, POCKET-F, G.T.B. ENCLAVE, NAND NAGARI, DELHI-110093.
Ph.: +91-11-22580160, 22583460, 22594094 E mdll canan(@canantesting.com Websnte www.canantcstmg com

CALIBRATION CERTIFICATE

Machine : UNIVERSAL TESTING MACHINE Certificate No. CTS/2018/Dec/NABL/00292 |Date of Calibration
Machine Model : UTE-60 ULR No. CC235918000001143F 29 Dec 2018
Serial No. : 10/2017-5955 M/s. VSP ENTERPRISES PVT.LTD,,
Make : FIE 60th K.M.STONE, G.T.ROAD, N.H.-1,
Capacity : 600kN NEAR KALI MAA MANDIR, VILL: BARHI,GANOUR,
L.200om Temp. : 23°C SONEPAT-131 101 (HARYANA).
librationin:  Tension
Scale Range: 0 To 600kN Certified Range : 12 kN to 600 kN
Details of Force Measuring ¥ ‘
(Gsumieile (ead. Instrument Sr. No. :  1018,2001,2006 Capacity : 200 kN,400kN,1000kN
Certificate No.: FRI12/16/9160,FRI/06/18/10585,FRI/06/18/10586 PRS00 Valid tipees S0 Ban OIS R Mg
2020,19 Aug 2020
Force Std. at Std.at Room Observed (F) Mean(Fi) %Error(q) |%Rptbity %
t 230 i
KN e, | e emp . s 3 Error (b) |uncertainty
12 24°C 12024.00 12024.00 12040.00 12035.00 12047.00 12040.70 -0.14 0.10 0.17
24 24°C | 24031.00 24031.00 24070.00 24055.00 24081.00 24068.70 -0.16 0.1 0.18
32 24°C | 32034.00 32034.00 32145.00 32158.00 32141.00 32148.00 -0.35 0.05 017
40 24°C | 40056.00 40056.00 40080.00 40072.00 40085.00 40079.00 -0.06 0.03 0.17
80 24°C | 80007.00 80007.00 80014.00 80081.00 80045.00 80046.70 -0.05 0.08 0.17
120 24°C | 120024.00 120024.00]  120044.00 120058.00 120052.00 120051.00 -0.02 0.01 0.17
160 24° C | 159995.00 159995.00, 159980.00 159941.00 159980.00] 159967.00 +0.02 0.02 017
—\ 200 24°C | 199937.00 199937.00f 200014.00 200042.00 200056.00[ 200037.00 -0.05 0.02 0.17
240 24°C 500.30 500.16 500.00 501.00 500.00 500.33 -0.03 0.20 0.20
300 24°C 626.70 626.53 626.00 627.00 626.00 626.33 +0.03 0.16 0.19
320 24°C 668.40 668.22 668.00 670.00 668.00 668.67 -0.07 0.30 0.24
400 24°C 840.10 839.87 841.00 842.00 840.00 841.00 -0.13 0.24 0.21
500 24°C 307.80) 307.72 308.00 309.00 308.00 308.33 -0.20 0.32 0.25
600 24°C 371.10 371.00 372.00 370.00 371.00 371.00 +0.00 0.54 0.35
Observed Reading on Removal of Force(fo) 0.00 0.00 0.00 s S 0.25
ti i (] H .
Relative Zero Error %(fo) 0.00 0.00 0.00 AP SRt g
Class of Machine : 1 Uncertainty of Measurement at 95% Confidence Level : + 0.35%
Dial Gauge setting : 5 Revolutions Pre-Stress,N/A for Load Cell Suggested Next Calibration Due on : 29 Dec 2019
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CANAN TESTING SERVICES
ACCREDITED BY NABL
(A Constituent Board of Quality Council of India)

Sale, Service and Calibration of Material Testing Machines CC-2359

11, 1" FLOOR, CONVENIENT SHOPPING CENTRE, POCKET-F, G.T.B. ENCLAVE, NAND NAGARI, DELHI-110093.
Ph.: +91-11-22580160, 22583460, 22594094 E-mail: canan@canantesting.com Website: www.canantesting.com

The Relative Accuracy Error is not included in the uncertainty of measurement of each Reading . The maximum uncertainty of
measurement at 95% confidence level is including the Accuracy Error at K=2.

This Machine has been verified and the Results have been found within permissible limits as per Indian Standard 1S-1828 (part-1):
2015 identical to 1SO-7500-1: 2004

Results relate only to the items calibrated.

Certificates shall not be Reproduced Except in full, without the written approval of M/s. CANAN TESTING SERVICES
Remarks (if any):

NABL/F/5.10/1 Certificate No. : CTS/2018/Dec/NABL/00292

ULR No. :€C235918000001143F
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